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NOTES:

1.

SEE WSACC SPEC 02240 FOR REQUIRED
CASING DIAMETER AND MINIMUM THICKNESS.

KANN

Engineering

2. CARRIER PIPE IS RESTRAINED PUSH—ON JOINT
DIP, PROVIDE TWO SPIDERS PER JOINT OF
CARRIER PIPE.
CARRIER PIPE SPIDER DIMENSIONS 3. SPIDERS, NUTS, BOLTS & WASHERS SHALL BE
NOMINAL_DIA. 9. D. A B ¢ 4 iEﬁILTSL'II::SI-ISEI(S;LEI'EIBF SPIDERS AS NECESSARY
6” 6.90° 1" 11/4 5/8" " 70 MAINTAIN SPECIFIED SLOPE.
8 9.05 16 1/2 2 1/4 1 5. CASING PIPE MATERIAL IS STEEL.
12” 13.207 22 1/2" 3" 1 1/4"
16" 17.40” 28 1/2" 31/2° 11/2"
24" 25.80" 34 1/4" 4" 2"
PIPE SUPPORT ASSEMBLY MARK NUMBER
NOMINAL DIA. 1 2 3 4
6" 8" x 2" x 1/4” PL | 6" x 1 1/2" x 1/4"PL | 6" x 1/4"PL_| 3/8" NUT & BOLT
8" 8" x 3" x 1/4" PL | 6" x 3 1/4" x 1/4"PL | 6" x 1/4"PL | 1/2" NUT & BOLT
12" 8" x 4" x 1/4" PL | 6" x 3 5/8" x 3/8"PL | 6" x 3/8"PL_| 1/2" NUT & BOLT
16" 8" x 4" x 3/8” PL| 6" x 4 3/4” x 3/8"PL| 6" x 3/8"PL | 1/2" NUT & BOLT
24" 8" x 4" x 3/8" PL| 6" x 5 1/2" x 3/8"PL | 6" x 3/8"PL | 1/2" NUT & BOLT
NOT TO SCALE
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